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Super-Power


 Omni Antenna








The low-cost, high-performance Omni-directional antenna ideally suited for installations where there are number of cell towers within a serviceable distance.


Cellular signal within a building fluctuates, and the requirement of mobile phones is to obtain stable signal strength at all times.


The Omni-directional antenna is the key to receive the optimum signal available, while giving the radio the ability to be switched to another GSM tower should the current tower is unavailable or congested.


The Magnetic Mount antenna is designed for users who like a center-roof mount antenna but need portability or extreme ease of installation. Roof mounting allows use of the entire roof as a ground plane, enhancing the antenna's performance.


The antennas are designed for durability to resist the effects of outdoor environments since they will commonly be used on vehicles or in other exposed applications.








Why, When & Where to use Omni Antenna 





Use in your vehicle, home or office to improve signal reception


Excellent universal antenna for travel Provides superior omni directional coverage for wireless phones, laptops, PDAs etc.


Ideal for use in Cellular, GSM, CDMA, WLL, GPRS, WiFi /802.11b and Bluetooth™ systems.





Features


Ideal for both stationary and mobile applications the


OMNI POWER antenna is specifically designed to Perform in difficult places where standard whip antennas cannot do the job.


A robust magnetic base that gives a secure antenna mount without drilling into the vehicle. Extremely durable, excellent performance both mechanically and electrically. Fully weatherized construction. Made for tough treatment and demanding environments. A speedy no-fuss solution to installation as it securely attaches to any Car Roof











Installation





The OMNI POWER antenna can be mounted directly on glass, metal, plastic, electronic devices, and on or under a vehicle's dash, interior molding or back deck. If mounting on a car, mount on the centre of the roof to achieve maximum signal gain. The OMNI POWER antenna should never be mounted sideways.





Technical Specifications:


Frequency Range  		:   824-1900MHz (Cdma/Gsm 900/1800)


Gain         			:   6 dBi Peak


Impedance                	:   50 Ohms


VSWR                         	:   <2.0:1


Beam Pattern          	:   360 degrees 


Connector Termination	:   FME/TNC/SMA


Wind Survival Rating   	:   150 kph














